
Maintenance free

Robust plate for 
extended life cycle

Computer generated 
grid design optimized 
for high power density

Low-calcium grid 
alloy for reduced gas 
emission and ease of 
recycling

Manufactured by an 
IS09001 certifi ed 
facility 

AGM Design

Flame arresting, 
one-way pressure 
relief vent for 
safety and long life

UL-recognized 
component

Multicell design 
for economy of 
installation and 
maintenance 

Thermally welded 
case-to-cover body to 
eliminate leakage

Can be used in any 
orientation: upright, 
side or end mounting 
recommended

OHMS IMPED 
60 HZ

CELLS 
PER UNIT

VOLTAGE 
PER UNIT

WEIGHT ELECTROLYTE MAX DISCHARGE 
CURRENT

SHORT CIRCUIT
 CURRENT

8 m6 12
50.7 lbs

23kg 350 Amps

Absorbed 
H2SO4 

SG = 1.30
1050 Amps 
@0.1 sec.

#SLA75 A RICHTECH INDUSTRIES PRODUCT

75 AMP/HR BATTERY
AGM SEALED LEAD-ACID BATTERY

CALL US 800.677.7791 OR GO ONLINE RICHTECHINDUSTRIES.COM

3 YEAR FULL REPLACEMENT WARRANTY
We will ship you a new battery if your 

battery fails within 3 years.

1116

Includes 
Bolts, Washers

and Wrench


